
CRACK
SEALING

Road and airport maintenance

Due to the effects of traffic and weather conditions, cracks from

hydraulic binder shrinkage inevitably rise through to asphalt wearing

courses.

This phenomenon results in rapid damage to the substrate, drastically

reducing the lifespan of the road.

The first preventative response is crack sealing, which ensures that the road
foundations are protected immediately after application.

Renew surface impermeability.

Stop damage to wearing courses.

Extend the lifespan of the road surface.
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The aims of crack bridging
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Évolution de l'état de la chaussée
La préservation du patrimoine routier nécessite un e�ort d'investissement régulier.
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1 CRACK BRIDGING
Road and airport maintenance

To guarantee optimal work – in terms of
quality and meeting deadlines – our
equipment is designed, serviced and
repaired in our own maintenance works-
hop, which can implement the necessary
means for responding to reliability
demands.

In order to guarantee our expertise and flawless knowledge of the best
practices of the trade, Neovia organises training courses at the beginning
of the year for all members of staff.

Key figures
More than 15 million linear
metres of repairs over the last
5 years.

Rates of between 2,000 and
6,000 linear metres per day
depending on operating
conditions.
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Evolution in road conditions
The preservation of road assets requires a regular investment drive.

Age of the road
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The 3 steps in crack sealing

• Cleaning the cavity by blowing.
• 180° hot mastic sealing.
• Surface microgravel-packing.


